482 Signal horn

* Also available with low current-
consumption for use as lift alarm

E' Technic Al Specific ATiOnS:

Dimensions (L x H x W): 70mmx 79.5 mmx 77 mm
Housing: ABS
Connection: Screw terminal with wire protection,
1.0-1.5 mm: fine strand, 1.0-2.5 mm? single wire
Cable entry: Cable diameter @ mm
Fixing: Woall mounting, sound outlef facing downwards
Or Der Specific ATIONS: 5\33?.:@
AC Version “
Voltage 24V AC 42V AC 230VAC
Current consumption 190 mA 75 mA 15 mA
482 052 65 482 052 66 482 052 68
DC Version
Voltage 12V DC 24V DC
Current consumption 150 mA 70 mA
482 052 54 482 052 55
Lift Alarm
Voltage 6V DC 12vDC
Current consumption 80 mA 130 mA

482 347 13 482 347 14
Further voltages on request.

ADDITIONAI inf Orm ATION:

Please also see Horn 585 with
additional advantages (see page 265)

« High protection rating IP 65

* Loud electronic horn

= High life duration up to 5,000 hrs
« Sound oufput 98 dB

Technic Al Di Agr Ams:
see page 306

See nofe
on page 347 Lift alarm
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