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  BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS
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Concentrated Diluted Concentrated Diluted Hexane Benzol Acetone Alcohol

Resistance values to chemical agents have to be considered indicative.

For further information and specific substances, contact the technical service.

  PLUGS 125A - IP66

ColourPoles Hz Volt h

2P+E 50/60 200-250 6 218.EX12533

3P+E 50/60 380-415 6 218.EX12536

3P+E 50/60 440-460 11 218.EX125365

3P+N+E 50/60 346-415 6 218.EX12537

  TECHNICAL FEATURES

Rated Current Unit
Value

125A

Code 218.EX125...

Cable section L1 – L2 – L3 – N

Ground cable section
(mm2) 50

Power Supply Terminals

Tightening-Torque
(Nm) 4

Cable size accepted by Cable-Clamp

(eg.H07RN-F)

Do not use armoured cable

(mm)

2P+E

303P+E

3P+N+E

Cable Gland/Cable-Clamp

Tightening-Torque
(Nm)

2P+E

253P+E

3P+N+E

Cable-Gland/Cable-Clamp (Screw) - Tightening-Torque (Nm) 0.8

Handle Screws – Tightening-Torque (Nm) 1,5


