XC Limit switches

Industrial - XCKJ, complete switches

XCKJ
ml —| 2-pole contact <| <= ml
| L ne+No L L
© == snap action S o
5l N S & 2
2| S| 2-pole contact 3-pole contact
@ - NC+NO 2NC+1NO
<| o slow break snap action

SO entry
(o BN 502D

Type XCKJ metal, fixed body, conforming to standard EN 50041

Type of operator

Mechanical durability (millions of operating cycles)

Actuation speed (in m/s)

Product certification

Degree of protection conforming to IEC 60529

Rated operational characteristics (conforming to EN IEC 60947-5-1)
Cable entry (1)

Fixing centres (mm)

Body dimensions (mm) W x D x H

Complete switch  M20

Metal Steel Thermoplastic | Steel Variable length | Polyamide @ 6
end plunger roller plunger roller lever roller lever thermoplastic mm rod lever
roller lever L =200 mm
30 25 30 30 30 30
0,5 1 1,5 1,5 1,5 1,5
CE, UL, CSA, CCC, EAC, C-TICK, BV
IP 66
AC 15;A 300 (Ue =240V, le=3A)/DC 13;Q 300 (Ue =250V, le = 0,27 A).
1 tapped entry for ISO M20 x 1.5 cable gland
30 x 60
40 x 44 x 77
2-pole NC+NO snap action G XCKJ161H29 | © XCKJ167H29 | © XCKJ10511H29 | © XCKJ10513H29| XCKJ10541H29 | XCKJ10559H29
2-pole NC+NO break before make, slow breakl & XCKJ561H29 | & XCKJ567H29 | © XCKJ50511H29 | & XCKJ50513H29| XCKJ50541H29 | XCKJ50559H29
1/2" NPT 2-pole NC+NO snap action G XCKJ161H7 | © XCKJ167H7 | © XCKJ10511H7 | & XCKJ10513H7| XCKJI10541H7 | XCKJI10559H7
M12 5P 2-pole NC+NO snap action G XCKJ161D | ©®XCKJ167D | © XCKJ10511D| & XCKJ10513D| XCKJI10541D XCKJ10559D

(1) For Pg 13.5 pre-cabled entry delete the reference suffix H29. Example: XCKJ161H29 becomes XCKJ161.5) Positive opening operation.

Industrial - XCKJ,
Customised assembly - Body/contact sub-assemblies

Type XCKJ metal, 1 cable entry
Type of contact

o g °| & ol =l g s s &) 2 5| &) 2
:ﬁ S :ﬁ S SN ENE 8« :ﬁ 8 « :ﬁ
2-pole 2-pole 2C/O 3-pole 3-pole
NC+NO NC+NO snap action 2NC+1NO 2NC+1NO
snap action slow break Simultaneous snap action slow break
Cable entry (1) 1 tapped entry for ISO M20 x 1.5 cable gland
Reference of body with contact block M20 © ZCKJ1H29 © ZCKJ5H29 ZCKJ2H29 & ZCKJD39H29 © ZCKJD37H29
Pg13 © ZCKJ1 © ZCKJ5 ZCKJ2 - -
1/2" NPT & ZCKJ1H7 & ZCKJ5H7 ZCKJ2H7 - -
M12 (5-pins) & ZCKJ1D © ZCKJ5D - - -
Reference of contact block only © XE2SP2151 & XE2NP2151 - & XE3SP2141 & XE3NP2141
Other versions: please consult our Customer Care Centre.
10 Sensors

Operating heads,

complete or for customer assembly

Complete switch — Body/contact assembly +

Plunger or multi-directional heads
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Head + Lever

with reinforced with metal with thermoplastic ~ with steel with steel roller with steel End steel roller
steel roller end plunger roller lever plunger, roller lever plunger, end plunger ball bearing plunger with
end plunger 1 direct. of actuation 1 direct. of actuation end plunger protective boot
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Reference | © ZCKE67 |©ZCKES1 | ©2ZCKE21 | ©ZCKE23 | & ZCKE®2 | & ZCKE®6 | ©ZCKE629
with metal Side steel roller Side steel roller with spring rod with “Cat’s whisker”
side plunger plunger, plunger,
horizontal vertical
p——
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Reference | © ZCKE3 |©2ZCKE®4 | ZCKE®S5 | ZCKEO08 | ZCKE0B \
Separate rotary heads and levers
spring return  lever with lever with variable length  variable length  rod, @ 6 mm square rod lever,round rod lever, spring lever spring-metal

for actuation lever with
from roller (2)
left AND right roller (2)
or

left OR right

thermoplastic ~ steel roller (2)  lever with
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Reference | ©ZCKEO5 |@ZCKY11 |©2zCKY13 |zoKYa1  |zokvas | zekyso
stay put forked arm lever
for actuation from with thermoplastic
left AND right rollers, 1 track (2)
[y fra
Reference ZCKEO09 ‘ ZCKYT71

(2) Adjustable throughout 360° in 5° steps, or in 45° steps by reversing the lever mounting.
(3) Adjustable throughout 360° in 5° steps, or in 90° steps by reversing the notched washer.

thermoplastic ~ steel, U3 mm steel, @3 mm with rod lever
thermoplastic ~ steelroller (2) L=200mm (2) L=125mm (2) L=125mm (2) thermoplastic |

end (3)
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N
ZCKY51 ZCKY53 ZCKY81 ZCKY91

forked arm lever
with thermoplastic
rollers, 2 track (2)
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| ZCKY61

Telemecanique

Sensors

Other versions: please consult our Customer Care Centre.
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