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2-Conductor Disconnect/Test Terminal Block without/with Shield Contact

2.5 mm?; 280 Series
Technical Data

0.08...2.5 mm? 28...12 AWG*
400 V/6 kV/I3 @ 600V, 15 AN
IN16 A 300V, 15 A€

Terminal block width: 5 mm/0.197 inch
" ==28...9mm/0.31...0.35inch

'y - | ‘-&_

,5mm/1.12in =
455mm/1.79in —=

@

i
— R
~— 46mm/1.81in —

~— 695mm/2.74in ——=

2-conductor disconnect/test terminal block; with test
slots for 2 and 2.3 mm @ test plugs; with pivoting knife
disconnect

Gray terminal block housing

Orange disconnect link

Color Item No. Pack. Unit
O gray 280-870 100
Gray terminal block housing

Gray disconnect link

O gray 280-868 100
Blue terminal block housing

Orange disconnect link

@ blue 280-876 @ 100
Orange terminal block housing

Orange disconnect link

© orange 280-879 100

Accessories; 280 Series

Technical Data

0.08...2.5 mm? 28...12 AWG*
250 V/I4 kVI3 @ 600V, 15 AW
IN16 A 300V, 15 A€

Terminal block width: 5 mm /0.197 inch
£ ==28...9mm/0.31...0.35inch

455mm/1.79in —=

3

5mm/1.12in =

\\.‘l
-

— 69,5mm/2.74in ———
~— 82mm/3.28in ————

2-conductor disconnect/test terminal block; with test
slots for 2 and 2.3 mm @ test plugs; with pivoting knife
disconnect

Gray terminal block housing

Orange disconnect link

Color Item No. Pack. Unit
O gray 280-871 100

Gray terminal block housing

Gray disconnect link

O gray 280-869 100
Orange terminal block housing

Orange disconnect link

@ blue 280-880 100

Appropriate marking systems: WMB/WMB Inline/WFB

End and intermediate plate; 2.5 mm thick
orange 280-371

_ gray 280-374

Insulation stop; 0.08 ... 0.2 mm?2 "s" (0.14 mm? “f-st"); 5
pcs/strip

100(25)
100(25)

white 280-470 200(25)
Insulation stop; 0.25 ... 0.5 mm? 5 pcs/strip

light gray 280-471 200(25)
Insulation stop; 0.75 ... 1 mm?; 5 pcs/strip

dark gray 280-472 200(25)

Protective warning marker; with black high-voltage
symbol; for 5 terminal blocks

yellow 280-415 100(25)

=
-

Adjacent jumper; insulated; Iy = Iy terminal block
= gray 280-402 200(25)
i yellow-green  280-422 200(25)

A

Alternate jumper; insulated; Iy = Iy terminal block
—u gray 280-409 100(25)
I.‘ L
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Staggered jumper; insulated; 5 mm wide; Iy 24 A

1t02 780-452 100(25)
1t03 780-453 100(25)
1to4 780-454 100(25)
1t05 780-455 50(25)
1106 780-456 50(25)
1t07 780-457 50(25)
1t08 780-458 50(25)

Push-in type wire jumper; insulated; 0.75 mm?2 conductor
cross section; Iy9 A

L=60mm 249-125 100(10)
) L=110mm 249126 100(10)
L =250 mm 249-127 100(10)

Comb-style jumper bar; insulated; Iy = Iy of terminal block
2-way 280-482 200(25)
' 3-way 280-483 200(25)

Comb-style jumper bar; insulated; Iy = v of terminal block
10-way 280-490 50(25)

IR

Alternate comb-style jumper bar; insulated; Iy = Iy of
terminal block
2-way

280-492 200(25)

*12 AWG: THHN, THWN

@ 400V /250V = rated voltage

6 kV/4kV =rated impulse voltage
3 = pollution degree
(see Section 14)

@ Terminal blocks with a blue insulated housing are

suitable for Ex i applications.

Please observe the application notes:
Insulation stop, page 346

Jumpers, from page 348

Comb-style jumper bar, page 347
Testing accessories, from page 342
Marking, from page 588

Approvals and corresponding ratings,
visit wwwwago.com

Accessories; 280 Series

Appropriate marking systems:
WMB/WMB Inline/WFB

Operating tool; insulated

2-way 280-432 1

3-way 280-433 1
Operating tool; insulated

10-way 280-440 1

Test plug module; snaps together; 5 mm wide

= gray 280-418 100(25)
Spacer module; snaps together; 5 mm wide
gray 280-419 100 (25)

|

Test plug adapter; 8.3 mm wide; for 4 mm @ test plug; for
1.5 ... 10 mm?2 terminal blocks

5 gray 209-170 50(25)

Banana plug; for 4 mm socket diameter; color mixed; 10 x
orange, white, black, blue, yellow; max. 42 V

v @ 215-111 50
2%

Test plug adapter; 5 mm wide; for 210-137 Test Plug
(2.3 mm @); for 1.5 ... 4 mm?2 terminal blocks

gray 280-404 100(25)

Test plug; with 500 mm cable; 2 mm @; max. 42 V

/ red 210-136 50

Test plug; with 500 mm cable; 2.3 mm @; max. 42 V
yellow 210-137 50

WMB marking card; white; 10 strips with 10 markers/card;
stretchable 5... 5.2 mm

plain 793-5501 5

Mini-WSB marking card; white; 10 strips with 10 markers/
card; 5 mm wide markers

plain 248-501 5
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4-Conductor Disconnect/Test Terminal Block without/with Shield Contact

2.5 mm2 280 Series
Technical Data

0.08...2.5 mm? 28...12 AWG*
400 V/I6 kV/I3 @ 600V, 15 AN
IN16 A 300V, 15 A€

Terminal block width: 5 mm/0.197 inch
£ ==28...9mm/0.31...0.35inch

~—45mm/1.77in —

Technical Data *12 AWG: THHN, THWN

0.08...2.5 mm 2STZINCy © 400V/250V = rated voltage

250 VIAKVI3 @ 600V, 15 ARA 6KV /4kV = rated impulse voltage

IN16 A 300V, 15 A@ 3= poIIut[on degree

Terminal block width: 5 mm / 0,197 inch [seeiSceton]i)

8...9mm/0.31...0.35inch @ Terminal blocks with a blue insulated housing are

suitable for Ex i applications.

Please observe the application notes:
Insulation stop, page 346
Comb-style jumper bar, page 347
Marking, from page 588

Approvals and corresponding ratings,
visit wwwwago.com

(~28,5mm/1.12in =~
t~— 45,5mm/1.79in —=

-~ 89mm35in ——

89mm/3.5in

4-conductor disconnect/test terminal block; with test
slots for 2 and 2.3 mm @ test plugs; with pivoting knife
disconnect

Gray terminal block housing

Orange disconnect link

Color Item No. Pack. Unit
O gray 280-874 100
Gray terminal block housing

Gray disconnect link

O gray 280-881 100
Blue terminal block housing

Orange disconnect link

@ blue 280-885 @ 100
Orange terminal block housing

Orange disconnect link

© orange 280-883 100

Accessories; 280 Series

101mm/398in ————

4-conductor disconnect/test terminal block; with test
slots for 2 and 2.3 mm @ test plugs; with pivoting knife
disconnect

Gray terminal block housing

Orange disconnect link

Color Item No. Pack. Unit
O gray 280-875 100

Gray terminal block housing

Gray disconnect link

O gray 280-882 100
Orange terminal block housing

Orange disconnect link

@ blue 280-884 100

Appropriate marking systems: WMB/WMB Inline/ WFB

End and intermediate plate; 2.5 mm thick
orange 280-373

_ gray 280-376

Insulation stop; 0.08 ... 0.2 mm? "s" (0.14 mm?2 “f-st"); 5
pes/strip

100(25)
100 (25)

white 280-470 200(25)
Insulation stop; 0.25 ... 0.5 mm? 5 pcs/strip

light gray 280-471 200(25)
Insulation stop; 0.75 ... 1 mm?; 5 pcs/strip

dark gray 280-472 200(25)

Protective warning marker; with black high-voltage
symbol; for 5 terminal blocks

yellow 280-415 100(25)

-
t_f'r
-

Comb-style jumper bar; insulated; Iy = Iy of terminal block

280-482
280-483

200 (25)
200(25)

2-way
3-way

Comb-style jumper bar; insulated; Iy = Iy of terminal block

10-way 280-490 50(25)

Alternate comb-style jumper bar; insulated; Iy = Iy of
terminal block

2-way 280-492 200(25)
B
Operating tool; insulated
2-way 280-432 1
3-way 280-433 1
Operating tool; insulated
10-way 280-440 1

Test plug; with 500 mm cable; 2 mm @; max. 42 V

/ red 210-136 50

Test plug; with 500 mm cable; 2.3 mm @; max. 42 V
yellow 210-137 50

Screwless end stop; for DIN-35 rail; 6 mm wide
gray 249-116 100(25)

WAGO Rail-Mount Terminal Block Systems
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Disconnect/Test Terminal Block; with Disconnect Tab

2.5 mm2 280 Series
Technical Data

0.08...2.5 mm? 28...12 AWG*
400 V/6 kV/I3 @ 300V,15 AR\
IN10A 300V, 15 A€

Terminal block width: 5 mm /0,197 inch
£ ==28...9mm/0.31...0.35inch

~ 32mm/1.26in =
~—— 53mm/2.09in —

2-conductor disconnect terminal block; with disconnect tab

Color Item No. Pack. Unit
O gray 280-912 50
@ blue 280-914 50
@ orange 280-913 50
Other terminal blocks with the same profile:
Through 280-901 Page 236
Accessories; item-specific
End and intermediate plate; 2.5 mm thick
orange 280-309 100(25)
- gray 280-308 100(25)
light gray 280-356 100(25)
Separator; oversized; 2 mm thick
orange 280-311 100(25)
- gray 280-310 100(25)
light gray 280-357 100(25)
278 WAGO Rail-Mount Terminal Block Systems

46,5mm/1.83in —
52,5mm/2.07in —

Technical Data

0.08...2.5 mm? 28...12 AWG*
400 VI6kV/I3 @ 300V, 15 AW
IN10A 600V, 15 A€

Terminal block width: 5 mm /0.197 inch
£ ==28...9mm/0.31...0.35inch

~ 32mm/1.26in =

~— 64mm/2.52in ——

3-conductor disconnect terminal block; with disconnect tab
Pack. Unit

Item No.
280-683

Color
O gray

Other terminal blocks with the same profile:

Through 280-681

Accessories; item-specific

End and intermediate plate; 2.5 mm thick

orange 280-326
- gray 280-324
light gray 280-358

Separator; oversized; 2 mm thick

orange 280-346
_ gray 280-344
light gray 280-359

46,5mm/1.83in —
52,5mm/2.07in —

50

Page 236

100(25)
100 (25)
100 (25)

100(25)
100(25)
100(25)

Technical Data

WWw.wago.com

0.08...2.5mm? 28...12 AWG*
400 VI6 VI3 @ 300V, 15 AW
IN10A 600V, 15 A€

Terminal block width: 5 mm/0.197 inch

£ 228...9mm/0.31...0.35inch

~— 42,5mm/1.67in —

< 75mm/2.95in ———

46,5mm/1.83in —=
52,5mm/2.07 in —

4-conductor disconnect terminal block; with disconnect tab

Color Item No.
O gray 280-836
@ blue 280-839
@ orange 280-805

Pack. Unit
50
50
50

Other terminal blocks with the same profile:

Through 280-833

Accessories; item-specific

End and intermediate plate; 2.5 mm thick

orange 280-315
— gray 280-314
light gray 280-352

Separator; oversized; 2 mm thick

orange 280-335
_ gray 280-334
light gray 280-353

~— 42,5mm/1.67in —=

-~ 75mm/2.95in ———=

Page 236

100 (25)
100(25)
100 (25)

100 (25)
100 (25)
100(25)

46,5mm/1.83in —=
52,5mm/2.07 in —

2-conductor disconnect/test terminal block; with discon-

nect tab; with integrated test sockets
Item No.
280-829

Color
O gray

Accessories; item-specific

End and intermediate plate; 2.5 mm thick

orange 280-315
— gray 280-314
light gray 280-352

Separator; oversized; 2 mm thick

orange 280-335
_ gray 280-334
light gray 280-353

Pack. Unit
50

100 (25)
100(25)
100 (25)

100 (25)

100(25)
100 (25)

wAGo
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*12 AWG: THHN, THWN

@ 400V =rated voltage
6 kV = rated impulse voltage
3 = pollution degree
(see Section 14)

Please observe the application notes:
Insulation stop, page 346

Comb-style jumper bar, page 347
Marking, from page 588

Approvals and corresponding ratings,
visit wwwwago.com

Accessories; 280 Series
Appropriate marking systems:
WMB/WMB Inline/WFB

Insulation stop; 0.08 ... 0.2 mm?2 "s" (0.14 mm?2 “f-st"); 5
pes/strip

white 280-470 200(25)
Insulation stop; 0.25 ... 0.5 mm?; 5 pcs/strip
light gray 280-471 200(25)
L
oo
Insulation stop; 0.75 ... 1 mm? 5 pcs/strip
dark gray 280-472 200(25)

Protective warning marker; with black high-voltage

symbol; for 5 terminal blocks
yellow

280-415 100 (25)

&k

s

T

Comb-style jumper bar; insulated; Iy = Iy of terminal block

2-way 280482 200(25)
n 3-way 280-483 200(25)
10-way 280490  50(25)

Alternate comb-style jumper bar; insulated; Iy = Iy of
terminal block

2-way 280-492 200(25)
]
Operating tool; insulated
2-way 280-432 1
. 3-way 280-433 1
it 10-way 280-440 1

Disconnect lock; for disconnect tab used on disconnect
terminal blocks (280/281 and 769 Series)

l red 709-170 200(25)
Test socket; insulated; 2 mm @
,/ red 209-107
Test socket; insulated; 2.3 mm @
yellow 209-108 100 (25)

7

Test plug; with 500 mm cable; 2 mm @; max. 42 V

/ red 210-136 50

Test plug; with 500 mm cable; 2.3 mm @; max. 42 V

/ yellow 210-137 50

wAGo

Disconnect terminal
switching status
(red = disconnected)
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CAGE CLAMPY

- .-. o A 4
block with colored tab to indicate the

L e
Commoning front-entry disconnect terminal blocks via
comb-style jumper bar using a 10-pole operating tool.

WAGO Rail-Mount Terminal Block Systems 279
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Disconnect/Test Terminal Block; with Disconnect Tab

4 mm?2; 281 Series

Technical Data

0.08...4 mm?2 28...12 AWG
400 V/6 kV/I3 @ 300V, 15 AW
IN10A 300V, 15 A€

Terminal block width: 6 mm /0.236 inch
" 2=29...10mm/0.35...0.39 inch

l::47,5 mm/1.87 in—
53,5mm/2.11in—=

~— 36mm/1.42in —
-~ 59mm/2.32in ——=

2-conductor disconnect terminal block; with disconnect tab

Color Item No. Pack. Unit
O gray 281-912 50
Other terminal blocks with the same profile:
Through 281-901 Page 242
Accessories; item-specific
End and intermediate plate; 2.5 mm thick
orange 281-329 100(25)
- gray 281-328 100(25)
light gray 281-349 100(25)
Separator; oversized; 2 mm thick
orange 281-331 100(25)
- gray 281-330 100(25)
light gray 281-350 100(25)
280 WAGO Rail-Mount Terminal Block Systems

Technical Data

0.08...4 mm? 28...12AWG
400 VI6kV/I3 @ 300V, 15 AW
IN10A 600V, 15 A€

Terminal block width: 6 mm /0.236 inch
£ =29...10mm/0.35...0.39 inch

47,5mm/1.87 in —
53,5mm/2.11in—=

~—37mm/1.46in —

~——— 73,5mm/2.89in ———

3-conductor disconnect terminal block; with disconnect tab

Color Item No. Pack. Unit
QO gray 281-683 50
Other terminal blocks with the same profile:
Through 281-681 Page 242
Accessories; item-specific
End and intermediate plate; 2.5 mm thick
orange 281-326 100(25)
- gray 281-324 100(25)
light gray 281-355 100(25)
Separator; oversized; 2 mm thick
orange 281-346 100(25)
- gray 281-344 100(25)
light gray 281-356 100(25)

WWw.wago.com

Technical Data

0.08...4 mm? 28...12AWG
400 VI6 VI3 @ 300V, 15 AW
IN10A 600V, 15 A€

Terminal block width: 6 mm / 0.236 inch
£ =29...10mm/0.35...0.39 inch

47,5mm/1.87 in—>
53,5mm/2.11in—=

~—— 50mm/1.97in —
-~ 86mm/3.3%iIn ——>

4-conductor disconnect terminal block; with disconnect tab

Color Item No. Pack. Unit
O gray 281-659 50
@ blue 281-660 50
Other terminal blocks with the same profile:
Through 281-652 Page 242
Accessories; item-specific
End and intermediate plate; 2.5 mm thick
orange 281-335 100(25)
— gray 281-334 100(25)
light gray 281-345 100(25)
Separator; oversized; 2 mm thick
orange 281-339 100(25)
_ gray 281-338 100(25)
light gray 281-347 100(25)
{H
5=
0
58

~—— 50mm/1.97in —
-~ 86mm/3.3/in——>

2-conductor disconnect/test terminal block; with discon-
nect tab; with integrated test sockets

Color Item No. Pack. Unit
O gray 281-666 50
Accessories; item-specific
End and intermediate plate; 2.5 mm thick
orange 281-335 100(25)
— gray 281-334 100(25)
light gray 281-345 100(25)
Separator; oversized; 2 mm thick
orange 281-339 100(25)
_ gray 281-338 100(25)
light gray 281-347 100(25)

wAGo
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@ 400V =rated voltage
6 kV = rated impulse voltage
3 = pollution degree
(see Section 14)

Please observe the application notes:
Insulation stop, page 346
Comb-style jumper bar, page 347
Marking, from page 588

Approvals and corresponding ratings,
visit wwwwago.com

Accessories; 281 Series ‘ 'ﬁ! i L .

Appropriate marking systems: Installing a disconnect lock on the terminal block's discon-
WMB/WMB Inline/WFB nect tab (picture shows a 2-pin disconnect carrier terminal

. block, 769 Series).
Insulation stop; 0.08 ... 0.2 mm? "s" (0.14 mm? “f-st"); 5

pcs/strip
white 281-470 200(25)

Insulation stop; 0.25 ... 0.5 mm? 5 pcs/strip
light gray 281-471 200(25)
gai®

Insulation stop; 0.75 ... 1.5 mm? 5 pcs/strip
dark gray 281-472 200(25)

Protective warning marker; with black high-voltage
symbol; for 5 terminal blocks

yellow 281-415 100(25) et =h
=5 P o~
. Unlocking a disconnect lock. Removing a disconnect lock.

Comb-style jumper bar; insulated; Iy = Iy of terminal block

2-way 281-482 100(25)
3-way 281-483 100(25)
5-way 281-485 100(25)
10-way 281-490 50 (25)

Alternate comb-style jumper bar; insulated; Iy = Iy of
terminal block

2-way 281-492 100(25)
™

Operating tool; insulated

2-way 280-432 1
3-way 280-433 1
10-way 281-440 1

Disconnect lock; for disconnect tab used on disconnect
terminal blocks (280/281 and 769 Series)

' red 709-170 200(25)

Test socket; insulated; 2 mm @ Double Safetv:
red 200107 oube Sarety:

’l The disconnect tab has been designed for maximum oper-

. ational safety.
L
Test socket: insulated: 2.3 mm @ As soon as the disconnect tab is in the disconnect posi-
tion, it can be protected against unintentional reconnec-
; vellow 209-108 100(25) tion by using the disconnect lock.
:f ¥ Only through intentional and focused use of a tool, can the
v disconnect lock be removed and the circuit reconnected.

Test plug; with 500 mm cable; 2 mm @; max. 42 V Features/Benefits:

red 210-136 50  Easytouse

/ « Install/remove disconnect lock with just one hand
« Clearly identify disconnect tab position

o ; : * Higher safety

UES: FUEH alin S0 ) etltzh 28l (3 e 42\ * Intentional effort is required to reconnect the circuit

i yellow 210-137 50
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